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Diary: Dispute

Material Inspection

Overview of Cable work today:
The following work was ongoing today on the Cable:
- Painting of main Cable
- Misc Cable punch-list work

Today I was doing inspection in the field looking for broken bolts or rods. This was a result of recently
found broken rods at the E2 shear keys.

- At 06:50, I arrived at the pier-7 office, & was on the bridge at 07:10.
- From 07:10 until 08:00, I was inspecting the removal & re-installation of a hand-rope anchor plate at PP
8S. It was previously installed incorrectly, & it needed to be flipped & re-installed. The hand rope was de-
tensioned, the plate was removed & flipped, & then the plate was re-installed in the correct orientation. -
Note: the shoulder bolts connecting the plate to the cable band were installed with loctite on the threads &
snug tight.
- At 08:00, the iron-workers started to do misc work of organizing tools.
- From 08:30 until 11:00, Laraine Woo & I inspected the A354 Grade BD rods in the East saddle (both
eastbound & westbound). This included the saddle tie rods & the saddle anchor rods. The following items
were checked on each of the Tower tie rods rod: 1) a visual inspection to see if the head & nut had
separated from the bearing surface; 2) a hands on inspection to see if the nuts were loose; & 3) a general
visual inspection to look for any damage or rust on the rods. All of the rods appeared OK. The following
checks were done on the saddle anchor rods: 1) a visual inspection to verify that the rods were not
broken. Only a visual inspection was done on each of the anchor rods because the contract plans call for
one side of these rods to have a 1mm gap between the saddle & the nut. All of the rods appeared OK.
- From 11:00 until 12:30, Laraine & I inspected the A354 Grade BD rods in the B14 cable brackets at PPs
112N, PP 114N, PP 116N, PP 112S, PP 114S, & PP 116S. The following items were checked on each of
the B14 rods: 1) a visual inspection to see if the bearing nut had separated from the bearing plate on both
the top & bottom nuts of the rod (Note: the bottom nut visual inspection was with inspection mirrors); 2) a
hands on inspection to see if the nuts were loose on the top of the rod (the bottom nuts on the rods were
inaccessible for a hands on inspection; & 3) a general visual inspection to look for any damage or rust on
the rods. All of the rods appeared OK
- From 12:30 until 13:00, lunch.
- At 13:00, I left the bridge.
- From 13:15 until 13:30, I spoke with Bob Brignano to give him an update of what we had checked.
- Fro 13:30 until 14:00, I summarized the inspections done today & yesterday to make sure that we did not
miss any of the A354, Grade BD rods.
- From 14:00 until 15:20, I signed off the inspection checklists created by Bob Brignano for the rods that I
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checked.
- From 15:20 until 15:40, I wrote my diary for the day & checked email.
.

Attachment

Laraine checking the bottom nut on the B14 anchor rods at PP 116S
with an inspection mirror
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